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“T” TYPE 
FOUNDATION 

REBAR 
LAP 

“I”TYPE 
FOUNDATION WALL 

HEIGHT 
W D T L  W  D 

VERTICAL REBAR HORIZONTAL REBAR 

3' - 6" 14" 12" 6" 15" 12" 22" #3 REBAR @ 48" 
O.C. 

#3 @ Top & bottom of the 
wall and bottom of the 
foundation. 

4' - 6" 18" 12" 6" 15" 12" 26" #3 REBAR @ 32" 
O.C. “ 

5' - 6" 22" 12" 6" 15" 12" 30" #3 REBAR @ 24" 
O.C. “ 

6' - 0" 22" 14" 8" 15" 12" 32" #3 REBAR @ 24" 
O.C. “ 

6' - 6" 24" 14" 8" 15" 12" 32" #3 REBAR @ 16" 
O.C. 

# 4 @ Top & bottom of the 
wall and bottom of the 
foundation. 

8' - 0" 30" 16" 9" 15" for #3 
20" for #4 12" 40" 

6" BLOCK #3 REBAR 
@   8" O.C. 
8" BLOCK #4 REBAR 
@ 24" O.C. 

# 4 @ Top & bottom of the 
wall and bottom of the 
foundation. 



 

GENERAL REQUIREMENTS:   
Horizontal bond beam reinforcement is required to be located in the bottom course and the second from the last 
course of the wall.   Prefabricated joint reinforcement in each two top mortar joints may be substituted for the 
horizontal bond beam reinforcement in the top of walls 6 feet or less in height.  Prefabricated joint reinforcement in 
masonry walls shall be two No. 9 gage galvanized wires with No. 9 gage steel welded cross wires spaced maximum 
16 inches on center.  The wires shall be thoroughly embedded in the bed joint mortar. Lap all wires 12 inches 
minimum. Horizontal steel is also required at the bottom of the footing.  Maintain 3 inch minimum clearance for all 
horizontal and vertical reinforcement from the bottom and sides of the trench. Hollow unit masonry walls may be 
partially grouted with grout confined to those cells which have horizontal and vertical reinforcing steel except for 8'-
0" high walls which shall be grouted solid. 
 
SPECIFICATIONS:     
Concrete: Minimum 2000 P.S.I. in 28 days. 
Block: Grade “N” A.S.T.M. C 90-86. 
Reinforcement: A.S.T.M. A 615 Grade 40 or higher.  
Mortar: 1 : ½ : 4 ½ mix (cement, lime, sand by volume).  
 
ZONING  NOTES: 
1.  Fence height shall be measured from finished grade adjoining the fence on the public right-o f-way side of the 
fence and/or from the average grade of both sides of the fence between two private properties.  For lots which slope 
more than 5 feet front to rear, contact  staff at the Zoning counter to establish fence height.  
2.  A 6 foot corner cutoff  may be required for fencing adjacent to driveways and sidewalks so the fence does not 
obstruct visibility. 
 
REQUIRED INSPECTIONS: 
Foundation Insp.:  When trench is ready for concrete and all steel is in place. 
Pre-Grout Insp.: When wall is built and all steel is in place, but not grouted! 
Final Insp.: After wall is grouted and cap is installed. 
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